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Údaje o výrobku

Vlastní frekvence

VLASTNOSTI

Materiál Mikroporézní EPDM (pryžový polymer s aditivy, odolný chemikáliím)

Stálé zatížení ≤ 0,01 N/mm2

Stálé + dynamické zatížení ≤ 0,03 N/mm2

Zatěžovací maxima (zřídka a krátkodobě)  ≤ 0,10 N/mm2

Teplotní odolnost -40°C + 70°C

Třída reakce na oheň B2 dle DIN 4102 (normálně hořlavý)

Nasákavost ≤ 5 %

ROZMĚRY A HMOTNOST

Délka 2000 mm

Šířka 1000 mm

Tloušťka 20 mm

Hmotnost 2,6 kg / m2

Přířezy Na objednávku
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Na obrázku je znázorněna vlastní frekvence 
jednohmotového systému s ložiskem Cisador® 10 jako 
pružinovým prvkem, buzeného amplitudou rychlosti 
vibrací 1 mm/s.

KŘIVKY VLASTNÍ FREKVENCE

0,000
0

10

20

30

40

50

60

0,004 0,008 0,012 0,016 0,020

1 TECHNICAL DATA SHEET

Cisador® 10 
Elastomeric bearing for vibration isolation

Product information

PROPERTIES

Materials Closed-cell, microcellular EPDM

Permanent load   ≤  0,01 N/mm2

Permanent load + dynamic load ≤ 0,03 N/mm2

Load peaks (occasional and short-term) ≤ 0,10 N/mm2

Thermal stability -40°C + 70°C

Flammability B2 acc. to DIN 4102 (normally combustible)

Water absorption ≤ 5 %

DIMENSIONS AND WEIGHTS

Length 2000 mm

Width 1000 mm

Thickness                        20 mm

Weight                    2,6 kg / m2

Cut to size available on request

t = 20 mm

t = 40 mm
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The figure shows the natural frequency of a single-
degree-oscillator with Cisador® 10 as an elastic  
bearing for an excitation with a velocity amplitude of 
1 mm/s.

NATURAL FREQUENCY CURVE
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Dynamická tuhost v závislosti na budicí frekvenci (ložisko tloušťky 20 mm)

Diagramy ukazují dynamickou tuhost ložiska buzeného 
amplitudou rychlosti vibrací 1 mm/s pro různá svislá 
tlaková napětí.
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Dynamická tuhost v závislosti na budicí frekvenci (ložisko tloušťky 40 mm)
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Dynamic bedding modulus depending on the excitation frequency (20 mm)

The figures shows the dynamic bedding moduli for an 
excitation with a velocity amplitude of 1 mm/s and for 
different vertical compressive stresses.

DY
N

AM
IC

 B
ED

DI
N

G 
M

OD
UL

US
 C

dy
n [

N
/m

m
3 ]

EXCITATION FREQUENCY F [Hz]

BEDDING MODULUS CURVES

Dynamic bedding modulus depending on the excitation frequency (40 mm)
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Dynamic bedding modulus depending on the excitation frequency (20 mm)

The figures shows the dynamic bedding moduli for an 
excitation with a velocity amplitude of 1 mm/s and for 
different vertical compressive stresses.
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BEDDING MODULUS CURVES

Dynamic bedding modulus depending on the excitation frequency (40 mm)
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Ztrátový činitel

Ztrátový činitel je měřítkem ztráty energie na cyklus 
ve vibračním systému. Hodnoty uvedené v diagramu 
platí pro ložisko buzené amplitudou rychlosti vibrací 
1 mm/s.
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Stlačení v závislosti na tlakovém napětí

Svislá deformace vyvolaná přenosem jednoosého tlaku.
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Loss factor

The loss factor is a measure of the energy loss per 
cycle in an oscillating system. The values shown in  
the diagram are valid for an excitation with a vibration 
velocity amplitude of 1 mm/s.
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Load deflection

Application of uniaxial pressure against vertical  
deformation.
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Loss factor

The loss factor is a measure of the energy loss per 
cycle in an oscillating system. The values shown in  
the diagram are valid for an excitation with a vibration 
velocity amplitude of 1 mm/s.
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Load deflection

Application of uniaxial pressure against vertical  
deformation.
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Revize 2.

Obsah této publikace je výsledkem rozsáhlé práce v oblasti výzkumu a zkušeností získaných při používání této technologie. Veškeré informace jsou poskytovány podle našich nejlepších 
znalostí; nepředstavují záruku vlastností a nezbavují uživatele provádění vlastních kontrol, rovněž s ohledem na vlastnická práva třetích stran. Odpovědnost za škody, bez ohledu na typ 
a právní základ, je za rady uvedené v této publikaci vyloučena. Vyhrazujeme si právo provádět technické změny v průběhu vývoje produktu.
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Modul pružnosti ve smyku

Diagram ukazuje modul pružnosti ve smyku pro ložisko 
Cisador® 10 tloušťky 15 mm s amplitudou rychlosti 
vibrací 1 mm/s v závislosti na frekvenci. U větších 
tlouštěk  ložiska bývá modul pružnosti ve smyku nižší.
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Shear modulus

The diagram shows the shear modulus of the 15 mm 
thick Cisador® 10 at a vibration velocity amplitude  
of 1 mm/s as a function of frequency. For greater  
thicknesses, the shear modulus tends to be lower.
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Version 0

The contents of this publication are the result of many years of research and experience gained in the application of this technology. All information is given in good faith; it does not 
represent a guarantee with respect to characteristics and does not exempt the user from testing the suitability of products and from ascertaining that the industrial property rights of 
third parties are not violated. No liability whatsoever will be accepted for damage – regardless of its nature and its legal basis – arising from advice given in this publication. We reserve 
the right to make technical modifications in the course of product development.
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